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Sunlux - MAGNETRON COATED GLASS OFFERING VIVID ASPECT AND SOLAR CONTROL

Low-e - MAGNETRON COATED GLASS PROVIDING SUPERIOR THERMAL INSULATION
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(1) The calculations were made with AGC Glass Configurator available at www.agc-yourglass.com. All calculations are subject to fabrication tolerance and unit composition.

iplus Solid:

(2) This coating must be heat-treated before use.

(3) No edge deletion is required.

(4) Shelf life 9 months.

iplus AS:

(5) This coating can be heat-treated. In order to reach similar aesthetics, it is recommended not to mix annealed and heat-treated glass on the same building.

(6) Edge deletion is required.

(7) Shelf life 3 months

(1) These coatings can be heat-treated. In order to reach similar aesthetics, it is recommended not to mix annealed and heat-treated glass on the same building. 

(2) No edge deletion is required.

(3) Shelf life 12 months.

(4) The calculations were made with AGC Glass Configurator available at www.agc-yourglass.com. All calculations are subject to fabrication tolerances and unit composition. 

14 20 15 0.23 2.3 2.38 0.26 0.23 184 0.61Sunlux BronzeChroma

21 24 22 0.27 2.3 2.38 0.31 0.27 212 0.78Sunlux BlueChroma

20 25 32 0.29 2.4 2.44 0.33 0.29 226 0.70Sunlux GreenChroma

Sunlux BronzeChroma 14 20 15 0.23 2.5 0.27 0.23 188 0.612.52

Sunlux BlueChroma 21 24 22 0.28 2.5 0.31 0.27 216 0.782.52

Sunlux GreenChroma 20 26 32 0.30 2.5 2.57 0.33 0.29 229 0.69

1.80Sunlux BronzeChroma 11 17 15 0.19 1.8 0.21 0.18 147 0.61

1.80Sunlux BlueChroma 17 21 21 0.24 1.8 0.26 0.22 175 0.77

1.80Sunlux GreenChroma 17 22 32 0.25 1.8 0.27 0.23 183 0.74

11 16 15 0.18 1.5 1.57 0.20 0.18 141 0.62Sunlux BronzeChroma

17 20 21 0.23 1.5 1.57 0.25 0.22 170 0.78Sunlux BlueChroma

17 21 32 0.25 1.6 1.57 0.26 0.23 178 0.74Sunlux GreenChroma

Sunlux Dark BlueChroma 14 20 16 0.22 2.4 0.26 0.23 184 0.612.45

Sunlux Dark GreyChroma

Sunlux Dark GreenChroma

Sunlux Shadow 20 17 21 31 0.24 2.5 0.27 0.24 192 0.712.54

1.79Sunlux Dark BlueChroma 12 16 16 0.19 1.8 0.21 0.18 147 0.67

1.79Sunlux Dark GreenChroma 11 16 20 0.19 1.8 0.21 0.18 146 0.61

1.79Sunlux Dark GreyChroma 9 15 15 0.17 1.8 0.20 0.17 137 0.53

1.80Sunlux Shadow 20 14 18 31 0.21 1.8 0.22 0.19 153 0.73

14 1619 0.22 2.3 2.30 0.26 0.22 180 0.63Sunlux Dark BlueChroma

13 2019 0.22 2.3 2.30 0.26 0.22 179 0.58Sunlux Dark GreenChroma

11 1518 0.20 2.3 2.33 0.24 0.21 172 0.52Sunlux Dark GreyChroma

17 3121 0.24 2.4 2.40 0.27 0.23 188 0.74Sunlux Shadow 20

161612 0.18 1.5 1.56 0.20 0.18 141 0.67Sunlux Dark BlueChroma

1611 0.18 1.5 1.56 0.20 0.18 140 0.6220Sunlux Dark GreenChroma

149 0.16 1.5 1.56 0.19 0.16 131 0.5515Sunlux Dark GreyChroma
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63Sunlux Shadow 20
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Blue

Green

Dark blue

11 18 15 0.21 2.4 0.25 0.22 177 0.512.4792 11 0.42 2.36 0.4474

Dark green 99 13 19 20 0.22 2.4 0.26 0.23 183 0.572.4415 0.41 2.33 0.4373
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Dark blue

Dark green
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Dark green

Dark grey

Silver

Dark blue

Dark green

Dark grey

Silver
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ir00% Aoat with 116-6 Clear flg unit 6-Insulating double glazin

ir00% Aoat with 112-6 Clear flg unit 6-Insulating double glazin

% Airh 100lid #3 wit16-6 iplus Sog unit 6-Insulating double glazin

ir00% Aoat with 116-6 Clear flg unit 6-Insulating double glazin

% Airh 100lid #3 wit12-6 iplus Sog unit 6-Insulating double glazin

ir00% Aoat with 112-6 Clear flg unit 6-Insulating double glazin

Building Codes

Dubai Municipality Estidama Specification Kuwait

·    Glazing area < 40%:
     Ug-value 2.1 W/(m2K)
     SC 0.4
     LT 0.25(Min)

·    Glazing area 40%-60%: 
     Ug-value 1.9 W/(m2K)
     SC 0.32
     LT 0.10(Min)

·    Glazing area > 60%:
     Ug-value 1.9 W/(m2K)
     SC 0.25
     LT 0.10(Min)

·    R 1: 
     Ug-value ≤ 1.8 W/(m2K)
     SHGC ≤ 0.4

·    R 2: 
     Ug-value ≤ 1.5 W/(m2K)
     SHGC ≤ 0.3

Bahrain

Windows &
Double Insulated

SC < 0.44
RHG <220 W/m2

VLT >27%
Ug-value < 2.4 W/(m2K)

For Curtain Wall

SC < 0.25
RHG <160 W/m2

VLT >18%
Ug-value < 2.1 W/(m2K)

Skylight

SC < 0.25
RHG <185 W/m2

VLT >15%
Ug-value < 2.0 W/(m2K)

Window to wall
ratio: 51-100%

SHGC: 0.23
VLT: 53%
Ug-value: 2.0 W/(m2K)

Window to wall
ratio: 16-50%

SHGC: 0.25
VLT: 24%
Ug-value: 3.33 W/(m2K)

Saudi Arabia

SHGC: 0.25
Ug-value: 2.67 W/(m2K)



(1) These coatings must be heat-treated before use. Stopray Vision-40T & Vision-51T reach their final aspect after heat treatment only.

(2) Edge deletion is required.

(3) Shel life 3 months.

(4) The calculations were made with AGC Glass Configurator available at www.agc-yourglass.com. All calculations are subject to fabrication tolerances and unit composition. 

Stopray Smart - MAGNETRON COATED GLASS OFFERING SUPERIOR SOLAR CONTROL AND THERMAL INSULATION

Stopray Vision - MAGNETRON COATED SPECTRALLY SELECTIVE GLASS OFFERING HIGH SOLAR CONTROL AND THERMAL INSULATION
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Stopray Smart 18
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Stopray Smart 30

Stopray Smart 30 on Bronze

Stopray Smart 30 on Green

Stopray Smart 30 on Grey

Stopray Smart 51
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0.16
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Stopray Smart 30

Stopray Smart 30 on Bronze

Stopray Smart 30 on Green

Stopray Smart 30 on Grey

Stopray Smart 51

Stopray Smart 51 on Bronze

Stopray Smart 51 on Green

Stopray Smart 51 on Grey

Stopray Smart 18 

(1) Stopray Smart 18 coating must be heat-treated before use.

(2) Stopray Smart 30 and Stopray Smart 51 on clear and coloured glass substrate can be used annealed or heat-treated. These coatings have a similar aesthetic in reflection before and after heat treatment. 

     The same product heat-treated or not can be combined on the same facade with very limited colour difference in transmission.

(3) No edge deletion is required.

(4) Shel life 12 months.

(5) The calculations were made with AGC Glass Configurator available at www.agc-yourglass.com. All calculations are subject to fabrication tolerances and unit composition. 

Stopray Vision-40T Neutral 92 40 22 19 15 39 0.25 1.5 0.23 0.20 159 1.960.29 1.63 0.27 1.56

NeutralStopray Vision-51T 92 50 28 14 14 39 0.32 1.5 0.30 0.26 199 1.930.29 1.62 0.27 1.56

Stopray Vision-40T Neutral 92 40 22 19 15 39 0.25 1.3 0.23 0.20 154 2.000.29 1.67 0.23 1.29

Neutral

#2

#2

#2

#2Stopray Vision-51T 92 50 28 14 14 39 0.32 1.3 0.29 0.25 194 2.000.29 1.67 0.23 1.29

PERFORM
ANCES COATINGS

SOLAR CONTROL
& THERMAL INSULATION

02 EN 10/2018

Insulating double glazing unit 6-16-6 Clear float with 100% Air

Insulating double glazing unit 6-12-6 Clear float with 100% Air

Insulating double glazing unit 6-16-6 Clear float with 100% Air

Insulating double glazing unit 6-12-6 Clear float with 100% Air

Al Obeikan AGC for Glass LLC, Light Industrial Park 41912 P.O.Box 30083 Yanbu, Kingdom of Saudi Arabia 
For more information visit www.agc-obeikanglass.com.sa or contact us info@agc-obeikanglass.com.sa




